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BEARING CODES

Code Type Bore I. D. Code Type Bore I. D.

83
PLAIN BORE

1/2 04 ROLLER BEARING 3/4
84 1-3/16 05 STAINLESS ROLLER BEARING 3/4
88 3/4 09 CAGED ROLLER BEARING 3/4
97 SS 1/2 TO 3/8 TOP 3/8 92 04 W/ SPANNER TO 1/2" I. D. 1/2" I. D. AFTER SPANNER
99 1/2 - 3/8 TOP HATS 3/8 60 PRECISION BALL BEARING 1/2
01

ROLLER BEARING
1/2 6S STAINLESS Q34 1/2

02 5/8 B1 1-PC BRONZE BEARING, PART # BRBRG11 3/4
03 3/4 B5 2-PC FLANGED BRONZE B., PART # BRBRG57 3/4

•	 Made out of exclusively engineered 
thermo compound

•	 Excellent for autoclave and steam 
cleaning applications

•	 Superior abrasion and impact 
resistance

•	 Durometer: 85 shore D (+/-5)

•	 Temperature range:  
425°F continuous, 475°F to 550°F 
intermittent

•	 All load capacities are rated for room 
temperatures

•	 Brown as standard color; black is 
available on certain sizes

 � GN� – BRIMSTONE® WHEELS

Wheel  
Diameter

Tread  
Width

Hub  
Length

Load  
Capacity

Part  
Number

Replace ** with desired Bearing Code.

Plain Bore Roller Bearing Precision BB Bronze Bearing Available Color

3 1-1/4 1-15/32 300 GN30G+** 83, 97, 99 Q, B
1-1/2 1-5/8 600 GN30HQ** 83, 88

3.5 1-1/2 1-5/8 600 GN35GQ** 83

4

1-1/4 1-3/8 300 GN40G+** 83, 88, 97, 99 Q, B
1-1/2 1-5/8 700 GN40H+** 83, 88, 84 01, 03 Q, B

1-1/2 700 GN40SB** 84 01, 03
2 2-3/16 800 GN40J+** 84, 88 02, 04, 05, 09, 92 60, 6S B1, B5 Q, B

5
1-1/4 1-3/8 700 GN50G+** 83, 97, 99 Q, B
1-1/2 1-5/8 800 GN50H+** 83, 84 01, 03 Q, B

2 2-3/16 1000 GN50J+** 84, 88 02, 04, 05, 09, 92 60, 6S B1, B5 Q, B
6 2 2-3/16 1100 GN60J+** 84, 88 02, 04, 05, 09, 92 60, 6S B1, B5 Q, B
8 2 2-3/16 1200 GN80J+** 84, 88 02, 04, 05, 09, 92 60, 6S B1, B5 Q, B

BEARING CODES

Code Type Bore I. D. Code Type Bore I. D.

83
PLAIN BORE

1/2 05 STAINLESS ROLLER BEARING 3/4
84 1-3/16 09 CAGED ROLLER BEARING 3/4
85 1-15/16 24

ROLLER BEARING
1

02 ROLLER BEARING 5/8 26 1-1/404 3/4

•	 Glass fiber mixed in epoxy resin 
•	 Perfect wheels for both dry and moisturized  

high temperature environment
•	 Best impact resistance in both dry and 

moisturized temperature

•	 Excellent ergonomic
•	 Temperature range: -40°F to 480°F
•	 All load capacities are rated for room 

temperatures

 � OV� – EPOXY WHEELS

Wheel  
Diameter

Tread  
Width

Hub  
Length 

Load  
Capacity

Part  
Number

Replace ** with desired Bearing Code.

Plain Bore Roller Bearings

4 1-1/2 1-5/8 700 OV40HQ** 83, 88 (RULON SLEEVE AVAILABLE)
4

2 2-3/16

800 OV40JQ** 84, 88 02, 04, 05, 09
5 1000 OV50JQ** 84, 88 02, 04, 05, 09
6 1100 OV60JQ** 84, 88 02, 04, 05, 09
8 1200 OV80JQ** 84 02, 04, 05, 09
8

3 3-1/4
1900 OV80LQ** 85 24, 26

10 2400 OV10LQ** 85 24, 26
12 2600 OV12LQ** 85 24, 26

DURABLE SUPERIOR CASTERS®




