HU — ERGOLASTOMER™ WHEELS

+ Super strength solid cast polyurethane performance at different application
elastomer mechanically locked with glass filed  + Gray color with black bearing collar
nylon bearing collar « Durometer: Shore 65 (+/-5)
« Variety of bearing options for optimal * Temperature range: -50°F to 180°F
Hub Load
Length Capacity Plain Roller Tapered Sealed Delrin
Bearings Bearings Precision BB Bearings
4 1000 HU40JI” 84 02, 04, 05, 09, 92 73 6S, 64 11,12, 56, 57
5 2 2-3/16 1400 HU50J1™ 84 02, 04, 05, 09, 92 73 6S, 64 11,12, 56, 57
6 1700 HUB0JI™ 84 02, 04, 05, 09, 92 73 6S, 64 11,12, 56, 57
2-1/2 2-3/4 2200 HU60KI™ 65
2 2-3/16 2000 HU80JI™ 84 02, 04, 05, 09, 92 73 6S, 64 11,12, 56, 57
8 2-1/2 2-3/4 2300 HU80KI™ 65
3000 HU8OLI™ 65
10 s S/ 3200 HUT0LI™ 65
BEARING CODES
Bore I. D.
84 PLAIN BORE 1-3/16
02 5/8
04 ROLLER BEARING 34
05 STAINLESS ROLLER BEARING 34
09 CAGED ROLLER BEARING 34
92 04 ROLLER WITH 1/2 SPANNER 172
73 70 BEARING W/ THS702712 - 1/21. D. 12
6S STAINLESS Q34 PRECISION 1/2
64 6204-1/2 FOR 2" WIDE 12
65 1" PRECISION W/ 3/4 TOP HATS 3/4
1 3/4
T 1PC - DELRIN 7
56 1/2
= 2 PC - DELRIN o
™
UN/US — WELDED DISC™ POLYURETHANE WHEELS
+ Welded disc with bright nickel plate greater load capacity and floor protection
(UN) or stainless steel (US) * Blue as standard tread color
+ Polyurethane tire molded to fit permanently * Tread hardness 95 (+/-5)
between two discs + Temperature range: -40°F to 180°F

+ Attractive appearance while able to support

Wheel Diameter Wheel Width Hub Length Load Capacity Bearing
3-1/2 250 UN35GLA3 BALL
4 270 UN40GLA3 BALL NICKEL
5 300 UN50GLA3 BALL PLATED
6 1-1/8" 1-5/8 UNB0GLA3 BALL
3-1/2 250 US35GLA3 BALL
4 270 US40GLA3 BALL
5 300 US50GLA3 BALL STAINLESS
6 USB60GLA3 BALL
BEARING CODES

Bore I. D.

A3 ANNULAR BALL BEARING 3/8

26





